Verified ¥ RealEstate”

Your trusted partner for buying, selling, and managing property,

ensuring hassle-free service with 100% transparency.
—

3/350/2 Mettukuppam,
OMR Thoraipakkam,
Chennai, India

hello@verified.realestate
+91 9996 12 9996

www.verified.realestate

Official Property Record

M
fe oy

Aq pasamod - p1029y payLiaA Alensia



https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/
https://verified.realestate/

STRUCTURAL. DESIGN BASIS REPORT

FOR

RESIDENTIAL VILLA CONSISTING OF GROUND + 2 FLOORS AT
KARANAI, CHENNAI

€ DEANAGE

Consulting Structural Engineers

OFFICE NO.402, WING-C, 4™ FLOOR,
AUDUMBAR APTS., CANAL ROAD,
WARJE, PUNE-41 1052,

ip.designage@gmail.com, ss.desi enage(@gmail. con.

CLIENT
M/s. DRAHOMES

ARCHITECT-
KHARCHE & ASSOCIATES

GEOTECHNICAL CONSULTANTS

GEO MARINE CONSULTANTS (P) LTD

R2—24 JUNE. 2024

Page no.1




10.

11.

12.

13.

14.

15.

INTRODUCTION
DESIGN LOADS
2.1  Material Dead Loads
2.2 Weight of Walls
2.3 Dead Loads
24 Wind Loads
2.5 Earthquake Load
CHECK FOR LATERAL SWAY
CHECK FOR LATERAL SWAY (STOREY DRIFT)
BASIC LOAD CASES
BASIC LOADS AND LOAD COMBINATIONS
ANALYSIS METHOD
DESIGN METHODOLOGY
CONSTRUCTION DETAILS
REINFORCEMENT
EXPOSURE CONDITION
COVER TO REINFORCEMENT
FOUNDATION SYSTEM
FIRE RATING

CODES AND STANDARDS

Page no.2




INTRODUCTION

The proposed development consists of Stilt + 2 Floors + Terrace.

Tower is meant for use as residential apartment. Lift machine rooms are
above the terrace level.

The Structural system for building consists of column, shear walls, beams &
slabs. Shear walls are the part of Lateral Load Resistance system.

The floor to floor height of respective floors is as shown below.

Floor to Floor Ht
Floor level
(m)
Stilt Floor 3.3
1% Floor to 2™ Floor 3.3

The total height of building up to Terrace level is 10.20 meter (excluding
parapet) from Stilt Floor level.

DESIGN LOADS
2.1 Material Dead Loads as per 1S875 (part-1):

The self-weight of the various elements are computed based on the built
weight of materials as given below.
The seif-weight of the various elements are computed based on size and

density of materials as given below:-

Density of Reinforced Cement Concrete = 25 kN/m®
Density of Plain Cement Concrete = 24 kN/m®
Density of Steel | = 78.5 KN/m®
Density of Soil = 18 kN/m®
Density of Saturated Soil = 20 kN/m®
Density of Water = 10 kN/m®
Density of Brickwork . = 18 kN/m®
Density of Plum Concrete = 24 KN/m®

Page no.3




2.2 Weight of Walls:

External Brick Wall with 200 thk
Internal Brick Wall with 100 thk
Typical calculations for wall load:
External Wall with 200 thick Brick wall
Brick wall Density = 18 kN/ cu. meter
Plaster Density = 20.4 kN/ cu. meter
Plaster thickness = 25mm (Internal + External)
Wall Load = (0.20x18+0.025x20.4) = 4.11 KN/m?
Internal Wall with 100 thick Brick wall
Brick wall Density = 18 kN/ cu. meter
Plaster Density =  20.4 kN/ cu. meter
Plaster thickness = 10mm (Internal+ External)
Wall Load = (0.10x18+0.020x20.4) =2.21 KN/m?

Note: For localized design of slabs, wall loading shall be applied as per actual
layout.

4.11 KN/m?
3.1 kN/m?

2.3 DEAD& LIVE LOADS:

The construction load, super imposed dead load that are envisaged to act
permanently (wherever applicable) as per IS: 875(part-1)-1987 & Live loads
for each occupancy category as per IS: 875(part-2)-1987 and Live load
reduction is considered as per IS: 875(part-2) CL.3.2.
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2.3.1 17T TO 2"° RESIDENTIAL FLOORS

_Description KN/m?
Dead Load Slab & Beam Self-weight
Superimposed Dead | Floor Finishes 1
Load
Toilet Sunk 200 mm (Including 4
Finish)
Live Load Rooms 2
Toilet 2
Balconies 3
Corridors, Passages, Staircase 3
2.3.2 TERRACE LEVEL
Description
Dead Load Slab & Beam Self-weight
Water proofing & Floor Finishes 4.00 KN/m?
including screed (150mm)
Live Load Live 3.00 KN/m?
Description
Head Room 200KN (Including Self Weight )

Page no.5




2.4 WIND LOADS

The wind pressure is calculated on the basis of data furnished below and
other provisions laid in 1S875 (Part-3) - 2015

Basic Wind Speed Vp = 50 m/sec
Risk Coefficient K4 = 1 (Based on 50 years return period)
Terrain, Height Factor Ko = 1.06

(as per Table 2 of IS: 875 (Part 3) — 2015)

Terrain Category = i
= 1
= 1

Il

Design Wind Speed (V,)
VZ=Vb X K1 X K2 X K3X K4
Where,

Vy, =Basic Wind Speed

K1 = Risk Co-efficient for different classes of structures in different wind speed
zones.

Kz = Terrain roughness & height factor.
K3 = Topography factor.

K4 = Importance factor for cyclonic region.
Design Wind Pressure

Pz =06Vz?

2.4.1 GUST FACTOR

Gust factor method shall be used as per clause No. 10.0 IS 875 (part 3) -
2015. (If required.)
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2.5 EARTHQUAKE LOAD

The loading due to earthquake is assessed as per the provisions of IS: 1893
(Part-1):2016

Seismic Zone = i

Soil type = [

Table-2 Zone factor (Z) = 0.16

Table-6 Importance Factor (1) = 1

Table-7 Response Reduction Factor (R) = 4.0
Height of buildings (H) = 10.20m

Height of building considered from stilt floor for time period calculation.

Fundamental natural time period (Ta)
Ta(x) = 0.09H / d from CL.7.6.1— 1S1893 (part —1):2016

Ta(y) = 0.09H /v d from CL.7.6.1 - 1S1893 (part — 1):2016

Sa/g from FIG-2 IS 1893 (part [):2016.

Horizontal Seismic Co-Efficient

Ahx = Z x| Sa
2 xR g
Ahy = Z x| Sa
2 xR g

Dynamic analysis is performed using response reduction as per 1S-1893(2016)
Clause 7.7.
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CHECK FOR LATERAL SWAY AS PER IS 456-2000 & IS 1893-2016

It is generally recognized that absolute sway is not a perceivable parameter:
however, limiting sway is used to provide a reasonable level of stiffness and in
order to limit damage to non-structural elements as well as limit size of curtain
wall joints, etc.

Generally tall building lateral load resisting systems are sized on the basis of
limiting overall lateral sways to limits of approximately Overall Height/500
under the 50 year return period wind loads, Overall Height/400 under the 20
year return period wind loads and Overall Height/250 under seismic loads.

CHECK FOR LATERAL SWAY (STOREY DRIFT) AS PER IS- 1893-2016

The allowable lateral sway (storey drift) due to earthquake force should not
exceed L/250, Where L is the storey height

BASIC LOAD CASES

The various loads are combined in accordance with the stipulations in IS: 875
(Part 5)-1987. Wherever imposed load is combined with earthquake load the
appropriate part of the imposed

Load as specified in IS: 1893-2016 is adopted both for evaluating earthquake
effect and for combined load effects, used in such combination.

5.1 Basic Load Cases

Loe_:_c;fease Mark Description
Primary DL SELF WEIGHT OF STRUCTURAL MEMBER
Primary - SDL SUPERIMPOSED DEAD LOAD
Primary LL1 LIVE LOAD =<3 kN/m? (Live 1)
Primary LL2 LIVE LOAD > 3 kN/m? (Live 2)
Primary LL3 NON REDUCIBLE LIVE LOAD
Primary EQX SEISMIC LOAD IN X DIRECTION
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Primary EQY SEISMIC LOAD IN Y DIRECTION
Primary WLX WIND LOAD IN X DIRECTION
Primary WLY WIND LOAD IN Y DIRECTION
Primary SLX SEISMIC LOAD IN X DIRECTION
Primary SLY SEISMIC LOAD IN Y DIRECTION

BASIC LOADS AND LOAD COMBINATIONS

The various loads are combined in accordance with the stipulations in IS: 875
(Part 5)-1987. Wherever imposed load is combined with earthquake load the
appropriate part of the imposed load as specified in IS: 1893-2016 is adopted
both for evaluating earthquake effect and for combined load effects, used in

such combination.

Load Factor for Primary Load

Description of Load Cases
Combination Dead Live Wind | Seismic | Temp
Load | Load Load Load Load
Dead load 1.5 0.0 0.0 0.0 0.0
Dead load + Live load 1.5 1.6 0.0 0.0 0.0
Dead load+Wind load 1.5 0.0 +1.5 0.0 0.0
Dead load+Seismic load 1.5 0.0 0.0 +1.5 0.0
Dead load+Live load+Wind| 1.2 1.2 +1.2 0.0 0.0
Dead load+Live load+Seismic | 1.2 1.2 0 +1.2 0.0
Dead Load + Wind Load 0.9 0.0 +1.5 0.0 0.0
Dead Load + Seismic Load 0.9 0.0 0.0 1.5 0.0

ANALYSIS METHOD

The structure is analyzed for Static loads (both dead and live loads) and
Lateral loads due to Earthquake/Wind loads and its combinations. Software
used is E-Tabs version 19.0.0 & for foundation safe version 16.0 2.
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10.

11.

DESIGN METHODOLOGY

All structural members will be designed according to the Limit State Method
as specified in IS: 456-2000. Appropriate loads and its combinations, as per
relevant clauses in Code IS 456:2000 Code IS 875 (Part-5) 1987, for the most

unfavorable effects are chosen for design.
Limit state method is adopted for design of overhead water

3370(2009)

CONSTRUCTION DETAILS
1. Isolated Footing
2. Water Tanks
3. Columns/Walls
4. Beams & Slabs

REINFORCEMENT

-M: 25
-M: 25
-M: 25
-M: 25

tanks by using 1S-

Steel reinforcement shall be of Grade Fe 500 conforming to IS: 1786-1985.

EXPOSURE CONDITION

Structural elements below ground level and Exterior External faces of walls
are designed for severe exposure condition and internal faces of walls, floor
beams and slabs are designed for Mild exposure conditions per Table 16 of IS

456-2000.
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12.

13.

14.

COVER TO REINFORCEMENT

As per Table 16A-IS: 456-2000.

Member Clear Cover (mm)
Isolated Footing 50 mm
Colum'n 40 mm
Shear Walls 40 mm
Beams 40 mm
Slabs 20 mm
Staircase waist slab 30 mm
Water Tanks 40 mm

FOUNDATION SYSTEM

The building has been supported on isolated footing with soil capacity of 250

kN/m2.as per soil investigation
CONSULTANTS (P) LTD

FIRE RATING

report provided by GEO MARINE

Fire rating of 2 hours is considered for columns and 1.5 hours for beam and

slabs.
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15.

CODES AND STANDARDS

All the designs are conforming to the relevant Indian Standards. Some of the
relevant Indian Standard Codes, which have been followed for the structural
designs, are given below.

Code

Description

IS:875 (Part-1)-1987

Code of Practice for Design Loads (Other than Earthquake) for
Building and Structures-Unit Weights of Buildings Materials and
Stored Material.

IS:875 (Part-2)-1987

Code of Practice for Design Loads (Other than Earthquake) for
Building and Structures-Imposed loads

IS:875 (Part-3)-2015

Code of Practice for Design Loads (Other than Earthquake) for
Buildings and Structures - Wind Load.

1S:875 (Part-5)-1987

Code of Practice for Design Loads (Other than Earthquake) for
Buildings and Structures - Special Loads and Load Combinations

1S:456-2000

Code of Practice for Plain and Reinforced Concrete

1S:1893 (Part-1)-2016

Indian Standard Criteria for Earthquake Resistant Design of
Structures

1S:432 (Part-1)-1982

Specification of Mild Steel and Medium Tensile Steel bars and Hard
drawn Steel Wire for concrete reinforcement -Mild Steel and Medium
Tensile Steel Bars

1S:432 (Part-2)-1982

Specification of Mild Steel and Medium Tensile Steel bars and Hard
drawn Steel Wire for concrete reinforcement -Hard drawn Steel Wire.

1IS:1786-1985

Specification for High Strength Deformed Steel Bars and Wires for
Concrete Reinforcement

1S:13920-2016

Ductile Detailing of reinforced concrete structures subjected to
seismic forces - code of practice.

1S:1904 Indian Standard Code of practice for Design & Construction
foundations in Soil: General Requirements.

1S:1642-1989 Indian Standard Code of practice for Fire Safety of Buildings
(General): Details of Construction.

1S:3370-2009 Indian Standard Code of practice for Concrete Structures for Storage
of Liquids.

1S:1343-1980 Indian Standard Code of practice for Pre-stressed Concrete.

Designage
Consulting Structural Engineers
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Structure Data

1 Structure Data

This chapter provides model geometry information, including items such as story levels, point coordinates, and
element connectivity.

1.1 Story Data
Table 1.1 - Story Definitions

Height Master . . Splice
Tower  Name iy Story Similar To Story

T Terrace 33 No 1st Floor No

T 2nd Floor 3:3 No 1st Floor No

T 1st Floor 33 Yes None No

Ground
i Eloor 1.8 No None No

ETABS v19.0.0 Page 2 of 10



2 Loads

This chapter provides loading information as applied to the model.

2.1 Load Patterns

Table 2.1 - Load Pattern Definitions

Name

Dead
Egx
Eaqy

Eqy(1/3)
Eqy(2/3)
Eqy(3/3)
EXT WALL
FLOOR
FINISH
INT WALL
Live
LL1>3
LL2<3
PARAPET
SUNK
WATER
PROOF

ETABS v19.0.0

Is Auto
Load

No
No
No
Yes
Yes
Yes
No

No

No
No
No
No
No
No
No

Type

Dead
Seismic
Seismic
Seismic
Seismic
Seismic

Dead

Dead

Dead
Roof Live
Live
Live
Dead
Dead

Dead

Self
Weight Auto Load
Multiplier

1S 1893:2016
1S 1893:2016
IS 1893:2016
IS 1893:2016
IS 1893:2016

O OO0 OO0 O ODOO0O0O0 OO -
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IS 1893:2016 Auto Seismic Load Calculation

This calculation presents the automatically generated lateral seismic loads for load pattern Eqx according fo IS

1893:2016, as calculated by ETABS.
Direction and Eccentricity

Direction = X

Eccentricity Ratio = 0% for all diaphragms
Structural Period

Period Calculation Method = Approximate

Structure Height Above Base, h;,

Coefficient, C, [IS 7.6.1]

Approximate Fundamental Period, T, [IS
7.6.2]

Factors and Coefficients

Seismic Zone Factor, Z [IS Table 3]
Response Reduction Factor, R [IS Table 9]
Importance Factor, | [IS Table 8]

Site Type [IS Table 1] = II

Seismic Response

Spectral Acceleration Coefficient, S, /g S S, _

Ta — Cthn0.75

6.4.2] g 2&
Equivalent Lateral Forces
- 7152
Seismic Coefficient, A, [IS 6.4.2] A —_9
h =
2R
Calculated Base Shear
| Period
Direction| Used
(sec)
X | 0474

!

5158.9332 | 257.9467

ETABS v19.0.0

hp=11.7m
C;=0.075m
T, = 0474 sec
Z=0.16
R=4

=1

525

g
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Applied Story Forces

Lateral Load to Stories - X

144.1289kN

Terrace —&-

81.8531kM

2nd Fl007

29,9914

15t Floor &

2.4722kN
Ground Floor —<
Base - 1 1 ) ) : 1
0 25 S0 75 100 125 150
Force, kN
Story Elevation X-Dir Y-Dir
i m | kN kN
Terrace | 10.2 | 1441299 0
2nd Floor | 6.9 | 81.6531 0
st Floor | 36 | 29.9914 0
Ground Floor | 0.3 l 2.1722 0
Base i -1.5 [ 0 0
ETABSv19.0.0
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IS 1893:2016 Auto Seismic Load Calculation

This calculation presents the automatically generated lateral seismic loads for load pattern Eqy according to IS
1893:2016, as calculated by ETABS.

Direction and Eccentricity

Direction = Multiple

Eccentricity Ratio = 5% for all diaphragms
Structural Period

Period Calculation Method = Approximate

Structure Height Above Base, h, h,=11.7m
Coefficient, C, [iS 7.6.1] C, = 0.075m
?Fé;.);?xmate Fundamental Period, T, [IS T, = Ch 0% T, = 0474 sec

Factors and Coefficients

Seismic Zone Factor, Z [IS Table 3] Z=0.16
Response Reduction Factor, R [IS Table 9] R=4
Importance Factor, | [IS Table 8] =1
Site Type [IS Table 1] = li

Seismic Response

Spectral Acceleration Coefficient, S, /g [Is S,
—=25 — =25
6.4.2] g g

Equivalent Lateral Forces

- . 2152
Seismic Coefficient, A, [IS 6.4.2] g
A, =
2R
Calculated Base Shear
| Period | ‘
N w Vb
Direction| Used | |
(sec) | (N | ()
Y | 0474 | 5158.9332 | 257.9467

Y+Ecc.xi 0474 | 51589332 | 257.9467
Y-Ecc. X | 0474 [5158.9332] 257.9467

ETABSv19.0.0 Page 6 of 10



Applied Story Forces

Lateral Load to Stories - Y

Terrace —Z
e

L
4
o
“w
@

2nd Floor —eéw.—-.m
§1.6531

1st Floar ‘%m'_&%u“éizm
Ground qugr‘ :,,g:f oe
Base 1 1 i 1 ! 1
0 25 50 75 100 125 150
Force, kN
Story Elevation X-Dir Y-Dir
| m | kN kN
Terrace | 10.2 0 144.1299
2nd Floor 6.9 0 81.6531
1st Floor 3.6 0 29.9914
Ground Floor | 0.3 0 21722
Base | -1.5 0 0
ETABS v19.0.0
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Loads

2.3 Load Cases

Table 2.6 - Load Case Definitions - Summary
Name Type
Modal Modal - Eigen
Dead Linear Static

Live Linear Static
WALL Linear Static
FLOOR . .
FINISH Linear Static

SUNK Linear Static
LL1>3 Linear Static
LL2<3 Linear Static
EXT WALL  Linear Static
INTWALL  Linear Static
PARAPET  Linear Static

WATER p :
PROOF Linear Static
Eqx Linear Static

Eqy Linear Static

ETABSv19.0.0 Page 8 of 10



Analysis Results

3 Analysis Results

This chapter provides analysis results.
3.1 Structure Results

Table 3.1 - Base Reactions

Output Case Step FX FY FZ MX MY MZ X Y Z
Case Type  Type kN kN kN kN-m  kN-m  kN-m m m m
Dead  LinStatic 0 0 2681913 128222'025 11412204 0 0 0 15

4
Live LinStatic 0 0  109.4023 5535754 -394.231 0 0 0 1.5

WALL  LinStatic 0 0 0 0 0 0 0 0 15

FLODR oty
sy LinStatic 0 0 147.7008 720.0973 -535.0613 0 0 0 4.5
SUNK  LinStatic 0 0 130.7446 624.9961 -303.3803 0 0 0 15
LL1>3  LinStatic 0 0 100.5657 160.8133 -502.7897 0 0 0 L5
LL2<3  LinStatic 0 0 2283578 1332.9856 -734.9295 O 0 0 .5

EXTWALL LinStatic 0 6 4814287 MM Lol 0 0 0 15
INTWALL  LinStatic 0 0 3606007 2194174 0.0 O 0 0 A5
PARAPET  LinStatic 0 0 69.6625 412.3241 -196.0511 0 0 0 15

WATER . .

PrROOE  LinStatic 0 0 188.3468 1037.6312 -602.8225 0 0 0 15
Eaqx LinStatic 257.0467 0 0 RETIC AT o 0 15
Eaqy LinStatic ~ Max 0 2570467 0 2520072 0 S 0 0 15
Eaqy LinStatic Min 0 -257.9467 0 2529.0722 0 1073.9068 0 0 -1.5

3.2 Story Results
Table 3.2 - Story Drifts
‘ Case A ! X Y Z
Sto! a T e

tory Output Case Type Step Type Direction Drift Label bt i i
Terrace Eqx LinStatic X 0.000683 109 7.322 4.565 10.2
Terrace Eqy LinStatic Max Y 0.000662 109 7.322 4565 10.2
Terrace Eqy LinStatic Min Y 0.000662 109 7.322 4565 10.2
2nd Floor Eqx LinStatic X 0.000712 3 0 0 6.9
2nd Floor Eqy LinStatic Max Y 0.000929 109 7.322 4,565 6.9
2nd Floor Eqy LinStatic Min Y 0.000929 109 7.322 4,565 6.9
1st Floor Eqgx LinStatic X 0.000564 47 7.207 0 3.6
1st Floor Eaqy LinStatic Max e 0.000971 103 7322 6.287 36
1st Floor Eqy LinStatic Min Y 0.000971 103 7.322 6.287 3.6
GF'I‘;‘:;" Eox LinStatic X 0000212 106 5.168 0 03
G;ﬁ;’:d Eqy LinStatic ~ Max Y 0.00036 105 7.207 0.185 0.3
G;;‘;’;d Eqy LinStatic Min Y 0.00036 105 7.207 0.185 0.3

ETABS v19.0.0 Page 9 of 10



Analysis Results

3.3 Modal Results

ETABS v19.0.0

Case

Modal
Modal
Modal
Modal
Modal
Modal
Modal
Modeal
Modal
Modal
Modal
Modal

Table 3.6 - Modal Periods and Frequencies

Mode

® ® N O b W N

= G Y
N = O

sec
0.635
0.519
0.471
0.198
0.144
0.114
0.111
0.098
0.078
0.071

0.07

0.065

cyc/sec  radisec
1576  9.9006
1,927 12.1097
2.125 13.3486
5.052 31.7457
6.959 437239
8.771 55.1083
9.05 56.8608
10.216 64.1901
12.851 80.7466
14.095 88.5607
14.338 90.0857
15.5 97.3874

Period Frequency CircFreq Eigenvalue

rad2/sec2
98.022

146.6447
178.186
1007.7919
1911.7799
3036.9208
3233.146
4120.3715
6520.0055
78429904
8115.4402
9484.3082

Table 3.9 - Modal Load Participation Ratios
Static  Dynamic

Case

Modal
Modal
Modal

ltemType

Acceleration
Acceleration
Acceleration

item

UX
Uy
uz

%

%

99.97 95.92
99.99 97.07
0 0
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ETABS 19.0.0

ETABS Concrete Frame Design

IS 456:2000 + IS 13920:2016 Beam Section Design

24
3
<+t
Beam Element Details Type: Ductile Frame (Summary) (Part 1 of 2)
Level ' Element | Unique Name ; Section ID Combo ID ; Station Loc
2nd Floor B24 110 BEAM 600X230 UDConS2 ' 2684
Beam Element Details Type: Ductile Frame (Summary) (Part 2 of 2)
Length (mm) LLRF
7022 1
Section Properties
T i
b(mm) | h(mm) | b (mm) d(mm) | de(mm) des (mm)
230 600 | 230 0 ; 60 60
Material Properties
E.(MPa) | fa(MPa) |  LtWtFactor (Unitless) f, (MPa) { ,= (MPa)
!
25000 | 25 ; 1 500 } 415
Design Code Parameters
Yc Ys
15 1.15
Factored Forces and Moments
Factored 1 Factored | Factored Factored
M!B Tu ; Vuz Pu
kN-m § kN-m \ kN kN
% 4
158.2142 2.639 \ 62.5513 1.1287
Design Moments, Mys & M,
Factored | Factored ; Positive ! Negative
Moment | M ‘ Moment | Moment
kN-m 1 kN-m ‘ kN-m j kN-m
‘ | ‘
158.2142 | 5.602 | 1638162 | 0

Design Moment and Flexural Reinforcement for Moment, My3 & Ty

Page 1
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ETABS 19.0.0

] Design

|

! -Moment

T !
Design | +Moment Minimum | Required
-Moment | <+Moment ' Rebar “ Rebar Rebar Rebar
| kN-m \ kN-m mm? f‘ mm? 1 mm? mm?
Top (+2Axis) 0 [ 168 ‘ 0 | 0 J 168
Bottom (-2 Axis) j 163.8162 760 J 760 3 0 298
Shear Force and Reinforcement for Shear,Vy, & Ty
Shear V. ’ Shear V. [ Shear Vs Shear Vp I Rebar Ag, /s
kN kN ‘ kN kN 1 mm¥m
62.5513 ‘ 65.3559 49.68 44.4831 ; 254.94

Torsion Force and Torsion Reinforcement for Torsion, Ty & Vy»

|
Tu Vu | Core by " Cored; | Rebar Aqy /s
kN-m kN | mm ‘ mm mm?/m
|
2.639 625513 | 130 500 251.17
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ETABS 19.0.0

ETABS Concrete Frame Design

IS 456:2000 Column Section Design

L ] @
a? M
3 o | e
e
@ o
9 L]
Column Element Details Type: Ordinary Frame (Summary)
Level Element | Unique Name ‘ Section ID Combo ID Station Loc Length (mm) l LLRF
2nd Floor Cc12 32 | CB600X230M25 UDConS14 0 3300 [ 1
Section Properties
|
b(mm) | h(mm) [ dc (mm) | Cover (Torsion) (mm)
230 | 600 | 60 | 30
Material Properties
T T
Ec (MPa) fex (MPa) Lt.Wt Factor (Unitless) ‘ fy (MPa) i fys (MPa)
25000 25 1 500 | 415
Design Code Parameters
Yc Ys
1.5 1.18
Axial Force and Biaxial Moment Design For Py , My, , My; (Part 1 of 2)
Design P, : Design M2 ' Design M, l Minimum M, ‘ Minimum M | Rebar Area
kN ; kN-m i kN-m kN-m ‘ kN-m mm?
| | | |
159.3124 J‘ 6.723 } -69.0109 | 3.1862 |‘ 4.0465 l 1104
Axial Force and Biaxial Moment Design For Py , M2 , Mys (Part 2 of 2)
Rebar %
%
0.8
Axial Force and Biaxial Moment Factors
] | 1
i K Factor ; Length | Initial Moment | Additional Moment Minimum Moment
| Unitless mm | kN-m ‘ kN-m kN-m
Major Bend(M3) | 1 2700 | -27.6043 [ 0 4.0465
Minor Bend(M2) | 1 2700 2.7449 0 3.1862
Shear Design for Vi , Vs
T
‘ ShearV, |  ShearV. ] Shear Vs Shear Vp Rebar Ay /s
kN | kN kN mm?/m
{

1 kN

Page 1 of 2



ETABS 19.0.0

\ ShearV, |  ShearV. Shear Vs Shear V, ‘ Rebar Asy /s
kN ! kN kN kN ‘ mm?/m
Major, Viz 45.8705 @ 65.2039 49,6802 0 ; 254.94
Minor, Vg } 3.6835 [ 58.4345 40.8005 0 J 665.06
Joint Shear Check/Design
| T T
| Joint Shear Shear Shear Shear Joint | Shear
Force V1op Vurot Ve Area i Ratio
kN kN kN kN cm? | Unitless
Major Shear, Vi | N/A N/A N/A N/A NA | N/A
Minor Shear, V3 N/A N/A N/A NA N/A ] NIA
(1.4) Beam/Column Capacity Ratio
Major Ratio Minor Ratio
N/A N/A
Additional Moment Reduction Factor k (IS 39.7.1.1)
AQ 1 Asc Py ! Py ' Py k
cm* | cm? kN kN ] kN Unitless
1380 " 1968.5 630.0512 j 159.3124 1
Additional Moment (IS 39.7.1) (Part 1 of 2)
‘ Consider Length Section 1 KL/Depth KL/Depth KL/Depth
| M, Factor Depth (mm) Ratio Limit Exceeded
!
Major Bending (M3 ) ' Yes 0.818 600 4.5 12 | No
Minor Bending (M2 ) ’ Yes 0.818 230 | 11.739 12 [ No

Notes:
N/A: Not Applicable
N/C: Not Calcutated

N/N: Not Needed

Additional Moment (IS 39.7.1) (Part 2 of 2)

M,

Moment (kN-m)

0

0
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ETABS Shear Wall Design

IS 456:2000 Pier Design
Pier Details
StoryID ' PierID | Centroid X (mm) | Centroid Y (mm) 1 Length (mm) Thickness (mm) LLRF
1st Floor Cc4 ‘ 6402 4565 1840 230 0.994
Material Properties
Ec (MPa) fek (MPa) Lt.Wt Factor (Unitless) fy (MPa) fys (MPa)
25000 25 1 [ 415 415
Design Code Parameters
Ts | Te | 1Puax Pun | Puax i MinEcc Major |~ MinEcc Minor
). ! ! i
1.15 1 1.5 | 0.04 0.0025 08 | Yes 5 Yes
Pier Leg Location, Length and Thickness
station | | Left X, ] Left Yy Right X, RightY, | Length | Thickness
Location | . mm | mm mm ; mm | mm | mm
Top | Legt 5482 | 4565 732 | 4565 | 1840 230
Bottom | Leg1 3 5482 4565 | 7322 4565 I 1840 230
Flexural Design for Py, My, and My;
Station |  Required | Required | Current | Flexural | P, Mz | Ms Pier A,
Location | Rebar Area (mm?) | Reinf Ratio i Reinf Ratio | Combo | kN kN-m 1 kN-m = mm?
Top J 2543 0.006 0.003 UDWalS13 { 427.1742 | -104.9644 | -120.2185 = 423200
Bottom ! 2678 0.0063 0.003 UDwWalS13 i 458.5875 | 105.4507 -199.8842 423200
Shear Design
Station | Rebar l Pe | M, Vo | Ve Ve + Vs
| | |
Location | ° | mmym ShearCombo | kN | kNem KN kN | kN
Top ; Leg 1 | 575 E UDWalS8 | 776.5342 | -360.7105 -199.267 | 159.5532 464.9932
Bottom | Legl | 575 | UDWalS8 | 8288367 | -10182916 | -199.267 | 164.9538 | 470.3938
Boundary Element Check
Station D Edge Governing Py ] M, Stress Comp | Stress Limit
Location | Length {mm) Combo kN kN-m MPa MPa
Top-Left | Leg1 0 UDWalS7 1002.6586 ‘\ -23.225 2.55 5
Top-Right Leg 1 0 UDWalS7 646.8201 53.5621 1.94 5
Bottom-Left Leg 1 230 UDWalS10 1048.5356 -337.4407 5.08 5
Botttom-Right Leg 1 230 UDWalS10 1055.0142 346.6353 5.16 1 5

Page 1 of 1
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) PESIGNAGE Consulting structural Engineer. |Project: Karnai Villa- Plot 17 Date:- 24-Jun-2024
(G = JOffice No-402, 4th Floor, Wing-C, Audumbar Apartments |Floor Level FIRST Revision -
Pune-411052, Maharashtra. Job No. 1232 Sheet No. -
Design Of One Way Slab
Slab Marked : S6
span = 2150 m
Thickness of slab D = 125 mm
deg = 125 - 25 = 100 mm
Loading ;
Self wt. Of slab = 0.125 x 25 = 03125 tm’
LL. = 0.2
FF = 0.1
Filling/steps = 0.0
0.6125 t/m’
Bending Moment :
M = 06125 x 2157 = 035 tm
8
QU = Mu = 0354 x 15x 107 = 0531 Nmm®
bxd 1000 x 100 x 100
fck = 25 Nmm® & fy = 500 N/mm’
Main Reinforcement.
pr =22 T (@ 6x0u) 1 ek
Sy
pt = 0125 %
Ast = ptx 1000 x deff = 12524 mm’
Min Steel Reqd = 0.12 % of ¢/s. area
Min Ast Reqd = 012 x 1000 x 125 = 150 mm®
100
Main steel Reqd. 8 Tor @ 335.1 mm c/c.
Main steel Provided 8 Tor @ 200.0 mm c/c.

Ast provided

251.328 mm’

> 150.00 mm®




2

- InEsigNAgGE Consulting structural Engineer. [Project: Karnai Villa- Plot 17 Date:- 24-Jun-2024
€ 258424 Joffice No-402, 4th Floor, Wing-C, Audumbar Apartments |Floor Level FIRST Revision -
Pune-411052, Maharashtra. Job No. 1232 Sheet No. -

Distribution Reinforcement.
= 0.12 % of ¢c/s. area

(Refer C1:40.2.1.1 of IS 456 : 2000 )

Ast = 150 mm’
Dist steel Reqd. 8 Tor @ 335.1 mm c/c.
Dist steel Provided 8 Tor @ 275 mmc/c.
Check for Shear.
Vu = 0.6125 x1.5x  2.150 = 0988 t
2
Tv = Vu
bxd
= 0.988 X 10 = 00988 N/mm®
1000 X 100
% steel provided = 251.328 X 100 = 0.251 %
1000 100
Tc = 0366  N/mm’ ( Refer Table 19 of IS 456 : 2000 )
ForD = 125
K = 1.3
KTec = 13 x 0366 = 0475 N/mm’
Tv < KTc Hence OK
Check for Deflection.
Refer fig 4 page. 38 of IS 456 : 2000
fs = 058xfyx Area of cross-section of steel required
Area of cross-section of steel provided
= 058 «x 500 X 125.24
251.328
= 14451 N/mm’
% steel provided = 0.251 %
Modification factor = 2.00
Span < 20 x MF
d
Requiredd = 2150 = 53.75 mm
200 x20
Required D = 5375 + 25 = 7875
Provided D = 125 mm Hence OK




v/ Our services go beyond
A

Buying & Selling Services

Property Buying Assistance, Property Selling Support, Market
Price Analysis, Owner Outreach and Negotiation.

Legal & Documentation Services

Certified EC, Patta, legal opinions, property verification, due
diligence, litigation solutions, and legal heir certificates.

Property Development & Approvals

Building plan approvals, construction, layout and sub-division
approvals, zone conversion, and occupancy certification.

NRI & Investment Services

Escrow Services, Rentals, Litigation Solutions, Property
Valuation and Property Management

Compliance & Special Services

Demolition, Vaasthu checks, regularization of unauthorized
buildings, and office space solutions.

v/ Smarter Tools, Stronger Decisions
////"’—

Property Valuation & Cost Estimation

“ Guideline Value, Apartment Composite Value, Stamp Duty & Registration Fees
Calculator, Building Value Calculator, Capital Gains Calculator, Area Unit
Converter, Length Unit Converter

Ownership, Compliance & Legal Verification

V Encumbrance Certificate (EC) Search, Find Your SRO, Temple Property
Check, WAQF Property Check, View Patta/Chitta, View FMB, Patta
Analyzer, EC Analyzer

Zoning & Land Use Analysis

V Land Use Zone Finder, CRZ Zone Check, Aquifer Zone Check, CBA Check,
EWS Check, Road Width Check, Proposed Road Widening Check, FSI
Calculator

Property Documentation & Workflow Tools

V Forms & Templates, Document Generator, Document
Translation, Dictionary

Vastu & Property Management Tools

“ Home Vastu Shastra, Plot Vastu Shastra, Property
Management
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